§1033.125

§1033.125 Maintenance instructions.

Give the owner of each new loco-
motive written instructions for prop-
erly maintaining and using the loco-
motive, including the emission-control
system. Include in the instructions a
notification that owners and operators
must comply with the requirements of
subpart | of this part 1033. The emis-
sion-related maintenance instructions
also apply to any service accumulation
on your emission-data locomotives, as
described in §1033.245 and in 40 CFR
part 1065. If you equip your loco-
motives with a diagnostic system that
will detect significant malfunctions in
their emission-control systems, specify
the extent to which your emission-re-
lated maintenance instructions include
such diagnostics.

§1033.130 Instructions for engine re-
manufacturing or engine installa-
tion.

(a) If you do not complete assembly
of the new locomotive (such as selling
a kit that allows someone else to re-
manufacture a locomotive under your
certificate), give the assembler instruc-
tions for completing assembly con-
sistent with the requirements of this
part. Include all information necessary
to ensure that the locomotive will be
assembled in its certified configura-
tion.

(b) Make sure these instructions have
the following information:

(1) Include the heading: ‘‘Emission-
related assembly instructions’

(2) Describe any instructions nec-
essary to make sure the assembled lo-
comotive will operate according to de-
sign specifications in your application
for certification.

(3) Describe how to properly label the
locomotive. This will generally include
instructions to remove and destroy the
previous Engine Emission Control In-
formation label.

(4) State one of the following as ap-
plicable:

(i) “Failing to follow these instruc-
tions when remanufacturing a loco-
motive or locomotive engine violates
federal law (40 CFR 1068.105(b)), and
may subject you to fines or other pen-
alties as described in the Clean Air
Act.”
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(ii) “Failing to follow these instruc-
tions when installing this locomotive
engine violates federal law (40 CFR
1068.105(b)), and may subject you to
fines or other penalties as described in
the Clean Air Act.”

(c) You do not need installation in-
structions for locomotives you assem-
ble.

(d) Provide instructions in writing or
in an equivalent format. For example,
you may post instructions on a pub-
licly available Web site for
downloading or printing. If you do not
provide the instructions in writing, ex-
plain in your application for certifi-
cation how you will ensure that each
assembler is informed of the assembly
requirements.

(e) Your emission-related assembly
instructions may not include specifica-
tions for parts unrelated to emissions.
For the basic mechanical parts listed
in this paragraph (e), you may not
specify a part manufacturer unless we
determine that such a specification is
necessary. You may include design
specifications for such parts addressing
the dimensions and material con-
straints as necessary. You may also
specify a part number, as long you
make it clear that alternate part sup-
pliers may be used. This paragraph (e)
covers the following parts or other
parts we determine qualify as basic
mechanical parts:

(1) Intake and exhaust valves.

(2) Intake and exhaust valve retain-
ers.

(3) Intake and exhaust valve springs.

(4) Intake and exhaust valve rotators.

(5) Oil coolers.

§1033.135 Labeling.

As described in this section, each lo-
comotive must have a label on the lo-
comotive and a separate label on the
engine. The label on the locomotive
stays on the locomotive throughout its
service life. It generally identifies the
original certification of the loco-
motive, which is when it was originally
manufactured for Tier 1 and later loco-
motives. The label on the engine is re-
placed each time the locomotive is re-
manufactured and identifies the most
recent certification.
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